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SEQUENCE INJECTION CONTROLLER
SIT700

▣ Subsidiaries

HEAD OFFICE & FACTORY
169-4, Gujang-Ri, Paltan-Myun, Hwasung-City, Gyeonggi-Do, 445-911 Korea 
TEL : + 82 31 350 2500(DID.) / + 82 31 350 2525(Export Div.) FAX : + 82 31 354 7446
e-mail : yudo@yudohot.com / export1@yudohot.com(Asia) / export2@yudohot.com(Europe & America)
Website : www.yudo.com

HEAD OFFICE & FACTORY
78Blk, 5Lot, 648-4, Gojan-Dong, Namdong-Gu, Incheon, 405-817 Korea 
TEL  : + 82 32 450 4500  /  + 82 32 450 4502(Export Div.)    FAX : + 82 32 818 8111
E-MAIL : yudostar@yudostar.com    Website : www.yudostar.com

HEAD OFFICE & FACTORY
78Blk, 5Lot, 648-4, Gojan-Dong, Namdong-Gu, Incheon, 405-817 Korea 
TEL  : + 82 32 7800    FAX : + 82 32 819 3200
E-MAIL : yudosuns@yudosuns.com    Website : www.yudosuns.com

JAPAN YUDO JAPAN CO., LTD. 
TEL : + 81 3 6400 4071   FAX : + 81 3 6400 4072 
e-mail : yuja@yudojpn.co.jp
- Osaka Office
TEL : + 81 6 6338 9571   FAX : + 81 6 6338 9572
e-mail : yorozu@yudojpn.co.jp

CHINA YUDO (CHINA) CO., LTD. (柳道實業有限公司)
TEL : + 852 2344 5180   FAX : + 852 2344 5018
e-mail : info@yudohotrunner.com.hk

YUDO TRADING CO., LTD. (柳道貿易有限公司)
TEL : + 86 769 8539 4466   FAX : + 86 769 8539 4455
e-mail : yudo@changan.net

YUDO TRADE COMPANY LTD. TIANJIN
TEL / FAX : + 86 22 8829 8279
Mobile : + 86 22 6032 1560   e-mail : solong1118@yahoo.com.cn

YUDO-WANCO (SUZHOU) HOT RUNNER SYSTEMS CO., LTD.
TEL : + 86 512 6504 8882   FAX : + 86 512 6504 6886
e-mail : suzhou@yudowanco.com

YUDO SHANGHAI
TEL : + 86 21 5059 3818   FAX : + 86 21 6855 6363
e-mail : shanghai@yudowanco.com

TAIWAN YUDO-WILSON CO., LTD.
TEL : + 886 3 409 1250   FAX : + 886 3 409 1280
e-mail : sales.t@yudotaiwan.com

INDIA YUDO HOT RUNNER INDIA PVT. LTD.
TEL : + 91 250 245 1155~6   FAX : + 91 250 245 1158
e-mail : yudo@yudoindia.com

IRAN YUDO IRAN
TEL : + 98 21 2367655   FAX : + 44 1989 566010 (U.K.)
Mobile : + 98 912 2776072   e-mail : amin@yudo.co.uk

U.S.A. YUDO INC.

- HQ
TEL : + 1 614 873 1300   FAX : + 1 614 873 6873
e-mail : yudo@yudousa.com / jaagaard@yudousa.com

- Central Division
TEL : + 1 630 529 7487   FAX : + 1 630 529 7469
Mobile : + 1 630 605 9119   e-mail : ksalemi@yudousa.com

- Mid-Western Division
Mobile : + 1 937 478 9039   e-mail : rkilburn@yudousa.com

CANADA -  Eastern & Canada Division
TEL : + 1 905 304 1680   FAX : + 1 905 304 9934
Mobile : + 1 905 512 6358   e-mail : gsands@yudousa.com

MEXICO - Western & Mexico Division
TEL : + 1 805 480 4922   FAX : + 1 805 432 1680
Mobile : + 1 805 432 5319   e-mail : jcescalante@yudousa.com

BRASIL PAULO ENG. LTDA.
TEL : + 55 11 3392 5775
e-mail : leonardo@starseiki.com.br

U.K. YUDO (U.K.) LTD.
TEL : + 44 1989 763423   FAX : + 44 1989 566010
e-mail : enquiries@yudo.co.uk

SINGAPORE WANCO INDUSTRIAL PTE. LTD. 
TEL : + 65 6264 1166   FAX : + 65 6268 5645
e-mail : sales@wanco.com.sg

MALAYSIA MAWANCO SDN BHD.
TEL : + 60 3 8945 2127   FAX : + 60 3 8945 2133
e-mail : sales@mawanco.com.my

THAILAND WANCO INDUSTRIAL (THAILAND) CO., LTD.
TEL : + 66 2 757 4989   FAX : + 66 2 757 4988
e-mail : sales@thaiwanco.com

VIETNAM WANCO INDUSTRIAL CO., LTD. (VIETNAM REP. OFFICE)
TEL : + 84 8 935 1207   FAX : + 84 8 843 9409
e-mail : wanco_vietnam@hcm.fgt.vn

AUSTRALIA & STM AUSTRALIA PTY. LTD. 
NEWZEALAND TEL : + 61 3 9885 9795   FAX : + 61 3 9885 2756 

e-mail : sales@stm.net.au
ISRAEL ASI-AFASPEM ISRAEL LTD.

TEL / FAX : + 972 4 680 2770 Mobile : + 972 544 340360
e-mail : hrmolds@netvision.net.il

GERMANY MKT MOLLENBERG GMBH.
TEL : + 49 6162 4077   FAX : + 49 6162 2482 
e-mail : m-k-t@t-online.de

AUSTRIA PROTEC
TEL : + 43 1 259 5917   FAX : + 43 1 259 5918
e-mail : protek.bjarn@yudohot.com

POLAND EURO INTERNET HOLDINGS S.A.
TEL : + 48 22 843 0579   FAX : + 48 22 33 90 246
e-mail : mpopiolek@euroitech.com

RUSSIA CS PLASTECH
TEL : + 7 495 737 9575   FAX : + 7 495 236 3221    
e-mail : info@csplastech.ru

SOUTH AFRICA HESTICO PTY. LTD.
TEL : + 27 11 768 5228   FAX : + 27 11 885 1693
e-mail : hest.heiner@yudohot.com

Take-Out Robot, Factory Automation (Plastics)

Auxiliary System

▣ Agencies
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HEAD OFFICE & FACTORY
345-40, Gasan-Dong, Geumcheon-Gu, Seoul,  153-802 Korea 
TEL  : + 82 2 818 8570    FAX : + 82 2 838 6767
E-MAIL : yudorobotics@yudorobotics.com    Website : www.yudorobotics.com

Factory Automation (Gantry, Bar feeder, Etc.)

▣ Local Office

▣ Subsidiaries
PORTUGAL YUDO HOT RUNNER SYSTEMS LDA.

TEL : + 351 244 575810   FAX : + 351 244 575819
e-mail : absousa@yudoiberica.com

FRANCE YUDO FRANCE
TEL : + 33 2 3277 4200   FAX : + 33 2 3253 4655  
e-mail : f.louhichi@hvdi.com

SPAIN YUDO IBERICA S. L. 
TEL : + 34 93 715 81 22   FAX : + 34 93 715 81 25  
e-mail : yudo@yudoiberica.es

ROMANIA YUDO ROMANIA
TEL / FAX : + 40 213 272 115
e-mail : mould@rdsnet.ro

TURKEY YUDO TURKEY
TEL : + 90 212 320 9563   FAX : + 90 212 320 9569
e-mail : murat@yudo.com.tr

ITALY YUDO MR-TECH S.R.L.
TEL : + 39 02 995 51 78   FAX : + 39 02 995 85 74
e-mail : yudoit@yudoeu.com

GERMANY YUDO GERMANY GMBH.
TEL : + 49 2359 50 92 04   FAX : + 49 2359 50 92 05
e-mail : info@yudo-germany.com

BUSAN TEL  + 82 51 304 1711
FAX + 82 51 304 1713

DAEGU TEL  + 82 53 383 3734
FAX + 82 53 383 3736

GWANGJU TEL  + 82 62 953 4711
FAX + 82 62 954 0846
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1. Environments 

1) Main Power Input : AC220V/50-60Hz 

2) Signal Input Power : DC24V or AC220V 

3) Solenoid Valve Output Power : DC24V(Less than 100mA per GATE) or 

AC220V(Total less than 1A) 

2. Composition of Control Module 

1) Control PCB : Power unit, MICOM, Input/Output unit 

2) Display PCB : Display unit, Switch 

3. Central Processing Unit 

1) S.M.P.S1) : To transform input AC220V to DC24V/1A, DC5V/1A 

2) M.P.U : To control input/output and display

3) RELAY : Solenoid Valve running element(DC24V or AC220V output) 

4. Input 

1) S.M.P.S : Switching Mode Power Supply

Thank you for using Sequence Injection Timer SIT700

Before using the product, please read this instruction

manual carefully to avoid any damage due to improper use.

If you have any questions, please do not hesitate to

contact our Head Office or your nearest YUDO Office.
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a. To select gate for setting. 

b. To finalize set or to exit the gate selected. 

a. To select motion mode (MODE A >> MODE B >> GATE off) for each gate. 

b. To set unit of each gate (999/99.9 /9.99). 

a. To open manually a gate or all gate 

a. To turn On/Off timer 

a. To move to gate for setting. 

b. To set or to move.

① ② ③ ④

⑤

⑥

⑦

⑧

5. Display 

1) Display delay time and open time of each gate in display panel. 

2) Display LED on while output on. 

3) Display MODE A or MODE B of each gate with LED. 

4) Display output voltage (DC24V or AC220V) to Solenoid Valve with LED. 

5) Display LED on while signal on. 

6. Output 

1) Put out DC24V or AC220V via relay for the open time of each gate. 

7. Start to Run
1) Connect cables 

Connect to main input power, signal input from injection machine, output to mold. 

Make sure the main input voltage(see rear of timer case), output voltage to mold. 

2) Power on 

Power LED is blinking while power on. 

3) Switch between actions 

ⅰ) Press                   . 

a. Power LED blinks. 

b. Display delay time value and open time value at each display panel. 

4) Switch between MODE A, MODE B and gate off

ⅰ) Press                 for 4 seconds. 

a. Buzzer rings and mode LED blinks. 

b. MODE LED of 1st gate blinks. 

c. Hit ,          to switch MODE A/B and gate off. 

d. MODE A or MODE B LED blinks. 

Both MODE A and MODE B LEDs blink when gate off. 

e. Move using       ,        between gates. 

f. When move, MODE A or MODE B LED is blinking in the gate. 

g. Press             to save, or keep idle for 4 seconds to automatic save. 

h. When gate off, all display is off(MODE A/B LED, DEL/OPEN display panel off). 

5) Switch between units( 999 / 99.9 / 9.99 ) 

ⅰ) Move to the gate using ,             , and press                  for 4 seconds to confirm. 

a. Buzzer rings and mode LED blinks. 

b. "UnI" displays in DEL panel and 999(or 99.9/9.99)  displays in OPEN panel. 

c. Switch units using        ,       . 

d. Move gate using            ,             . 

e. Hit            to save, or keep idle for 4 seconds to automatic save. 

6) Manual open 

ⅰ) All OPEN 

a. It keeps open while                   pressed. 

ⅱ) A gate OPEN 

a. Move using         ,       ,           ,             to get gate. 

b. It keeps open the gate while                   pressed. 

7) Set DEL time 

ⅰ) Move using       ,       ,             ,            to get gate and its DEL panel,            to confirm. 

a. Right digit in DEL panel blinks. 

b. Set time using ,           . 

c. Move between digits using ,       . 

d. Hit            to save, or keep idle for 4 seconds to automatic save.
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2) MODE B

ⅰ) Example 

a. In case injection signal = 10sec, DEL time = 4sec, and OPEN time = 4sec, 

then when injection signal comes on, after DEL time, it opens for OPEN time(4 sec). 

b. For the delay time, it counts down and displays it in DEL display panel, 

and just after DEL time, it opens for OPEN time and it counts down from the 

OPEN set time and displays it in OPEN display panel. 

c. In case injection signal is off before delay time passed, it resets to set time. 

d. In case injection signal is off before open time passed, it resets to set time. 

e. When injection signal is off, delay set time and open set time will be displayed 

in DEL display panel and OPEN display panel respectively. 

3) Other Menu 

ⅰ) Output Voltage Indicator 

a. Select output voltage DC24V or AC220V in compliance with Solenoid valve. 

b. Display output voltage in DC24V LED or AC220V LED. 

ⅱ) Input ON / OFF Indicator 

a. When input is on, SIGNAL LED is on. 

b. When input is off, SIGNAL LED is off. 

Signal OffSignal On

INJECTION
SIGNAL

DELAY

OPEN

[MODE B]

Signal On Signal Off

INJECTION
SIGNAL

DELAY

OPEN

[MODE A]

8) Set OPEN time 

ⅰ) Move using       ,       ,             ,            to get gate and its OPEN panel,            to confirm. 

a. Right digit in OPEN panel blinks. 

b. Set time using ,             . 

c. Move between digits using ,       . 

d. Hit             to save, or keep idle for 4 seconds to automatic save. 

8. Menu Setting

1) MODE A

ⅰ) Example 

a. In case injection signal = 10sec and DEL time = 4sec, then after DEL time, 

it opens (Relay ON) for 6 sec. 

b. For the delay time, it counts down and displays it in DEL display panel, 

and just after DEL time, it opens (Relay ON). 

c. In case injection signal is off before delay time passed, it resets to set time. 

d. Even after DELAY time passed, injection signal is keeping on, it opens, 

and it counts up the open time and displays it in OPEN display panel. 

e. When injection signal is off, delay set time will be displayed in DEL display panel, 

and OPEN display panel displays counted open time until next injection signal 

comes on.
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9. Wiring Specification

1) Power Input Connection

Connect POWER-BLACK and POWER-WHITE to AC220V(Figure 2) and earth POWER-GREEN line.

2) Signal Input Connection

Connect SIGNAL RED and SIGNAL BLUE to SIGNAL INJECTION.

3) Gate Output Connection

Connect Solenoid Valve as referred to Figure 4.

Caution : Use the same electric poles using DC24V Solenoid Valve connection.

4) Gate Output Voltage Select

Jumper Setting is located on the back of SIT700 (Figure 3).

Connect AC220V using AC220V Solenoid Valve and DC24V Solenoid Valve to DC24V.
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